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Aqua M100
Compact geophone for prelocating / pinpointing purposes

QUICKLY AND RELIABLY PRELOCATING AND PINPOINTING LEAKAGES
____________________________________________________________________________________________________________________________________

VARIOUS MEASUREMENT MODES : MIN / MEAN / GTX / PWG
___________________________________________________________________________________________________________________

PROFESSIONAL SOUND QUALITY DUE TO 6 PRE-SET FILTERS
__________________________________________________________________________________________________________________

LOW-NOISE QUALITY AMPLIFIER   
_____________________________________________________________

DIFFERENT SENSORS ARE CONNECTABLE
_______________________________________________________________________________

INTERNAL RECHARGEABLE BATTERY

EQUIPMENT

Wind protected ground 
microphone

Universal 
accelerometer 
with handle

Transport case

HeadphonesCharger

Universal 
accelerometer

Central unit

Testrod with 
extensions

APPLICATION

In-house installations
House connections
Distribution pipelines
Trunk main pipelines
Transmission main pipelines
 

PINPOINTING

CORRELATION

PRELOCATING

PIPE SEARCHING

MONITORING

STANDARD SOLUTIONS

• Prelocating the leakage with a testrod or a universal accelerometer 

and extensions / magnet

• Pinpointing with ground microphone or universal accelerometer 

and tripod

• Searching for pipes in combination with the PWG (page 60/61)


